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Maintenance Guidelines

Lasting beauty of your floor can be achieved through proper care
and regular maintenance. Failure to follow these guidelines can void
your warranty. Visit www.opusfloors.ca to get more maintenance information.
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UV URETHANE MAINTENANCE

Read before installation

Humidity

In order for your new Opus hardwood floor to perform
properly, the installed area must have the relative humidity
maintained between a range of 30% to 55%. Under no
circumstances is the relative humidity levels for this product
to fall below 30%. This will ensure the product will perform
properly and maintain its warranty. It is the responsibility of
the installer, to ensure that the moisture content of the new
Opus hardwood is between 6 and 8% and the subfloor must
be within 3% of the moisture content of the new Opus
hardwood floor.

Acclimatization

All wood products must acclimate in your home before
installation begins.

The subfloor should be ideally within 2% moisture of the
hardwood.
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UV Urethane Finish

Some Opus hardwood floors are finished with UV Urethane,
which is cured into the surface during the manufacturing
process. With today’s advancements in UV finishes, cleaning
your wood floors has never been easier. Regular maintenance
requires little more than sweeping with a soft bristle broom or
vacuuming with a soft floor attachment. It is also
recommended that your floor is cleaned periodically with a
recommended professional UV urethane hardwood floor
cleaning product. If unsure what type of finish your Opus
wood floor has, please clarify with the sales professional from
the business you purchased the product.
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